
 

 
Tank Inspection Checklist 
Environmental Health and Safety 
 

 
Instructions:  Place an X in the appropriate box for each item.  If any response requires elaboration, do so in the 
Remarks space provided.  Forward completed checklist to Environmental Health and Safety. 
 
Type of Inspection 

  Monthly – To be completed only for tanks without secondary containment. 
  Annual – To be completed for all other tanks, including hydraulic elevator tanks.  Hydraulic elevator tank 
      inspections shall be completed by the elevator contractor. 

Location 
Building: Tank Location (Floor/Room #): 

Items Yes No NA 
Tank surfaces show signs of leakage   �  �  �  
Tanks are damaged, rusted, or deteriorated �  �  �  
Bolts, rivets, or seams are damaged �  �  �  
Tank supports are deteriorated or buckled �  �  �  
Tank foundations have eroded or settled �  �  �  
Level gauges or alarms are inoperative �  �  �  
Vents are obstructed �  �  �  
Valve seals or gaskets are leaking �  �  �  
Pipelines or supports are damaged or deteriorated �  �  �  
Buried pipelines are exposed �  �  �  
Loading/unloading area is damaged or deteriorated �  �  �  
Connections are not capped or blank-flanged �  �  �  
Secondary containment is damaged or stained �  �  �  
Fencing, gates, or lighting is non-functional �  �  �  
 
Remarks: 
 
 
 
 
 
 
 

Signature:   Date:   
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